
Why Choose Rapid Room Cleanroom with
optional Installation and Validation

Designed to achieve ISO 14644-1 Class 7/8 as built

3.24m² (1.8m x 1.8m x 2.1m high)

Height adjustable stainless steel feet

HEPA filtration (1 FFU), 99.99% efficient @ 0.3 micron

Robust steel frame, with hygienic coating and PVC softwall
curtains to external walls

Self-assembly kit with optional installation and validation

Forklift required upon delivery for offloading pallets

More Info

Rapid Room Cleanroom with optional
Installation and Validation
An entry level, softwall modular cleanroom to gain a quality
of air in a smaller environment

Optional flooring, trunking, installation and validation

Please make arrangements to offload the pallets when
received

Please ensure you are ordering correctly against your
specification as these are non-returnable items, unless found
faulty on receipt of order

The room operates from a standard 2 amp single-phase 230v
supply. 110v available upon enquiry. 

Clear acrylic ceiling for optimum light conditions 

Rapid Room Only (Self Assembly)
Available flat-packed for self-assembly 

Can be assembled in up to 6 hours with 2 mechanically

Code: RR1 - optional I&V

Rapid Room Cleanroom with optional
Installation and Validation



competent people

Clear assembly instructions included

Validation Only 
This cost is based on work being carried out Monday to Friday
9am to 5pm and the validation will be to ISO 14644-1:2015
standard.

The validation will include particle counts to the ‘as built’
occupancy state and airflow readings, it will be inclusive of an
interim and full validation report.

Validation will be subject to our availability and current
demand.

Pricing is based on the location being within mainland UK,
POA for other areas or if a wider scope of works is required.

Installation & Validation 
This cost is based on 2 engineers attending site over 2
consecutive working days, Monday to Friday 9am to 5pm to
carry out the installation of the cleanroom and then a
validation to ISO 14644-1:2015.

The validation will include particle counts to the ‘as built’
occupancy state and airflow readings, it will be inclusive of an
interim and full validation report.

Installation will be subject to our availability and current
demand.

Pricing is based on the location being within mainland UK,
POA for other areas or if a wider scope of works is required.

Electrical works are excluded from I & V option. When
completing your own installation, your electrician must be
qualified to Electrical Inspection & Testing 2391

Bespoke Cleanrooms
This cleanroom is part of our modular cleanroom range, with
standard cleanrooms available in assembly kit form for a fast
contamination control solution. If you need a cleanroom with
a larger footprint, a lower ISO class, a different layout, or even
in a different colour, contact Connect 2 Cleanrooms to
discuss your project.

Please call the team on 01524 812899 for support, bespoke
enquiries or any further questions.

Brand
Connect 2 Cleanrooms

Type
Cleanroom

Lead time (if out of stock)
3-5 days

Materials
Powder coated, mild steel frame

https://www.connect2cleanrooms.com/services/design-build


Height (mm)
2.425m (2.1m internal height)

Colour
White

Applications
Designed as an entry level cleanroom, this cleanroom
provides a quick solution for those organisations looking to
create a classified production area. Suitable for e-liquid
production, electronics, laboratory, engineering, healthcare
and energy applications.

Country of origin
United Kingdom

Technical data
1No. HEPA Fan filter units

Sterility
Non-Sterile

Cleanroom class
ISO Class 7+

CE Certified
Yes

Castors
No castors

Filtration
HEPA

Cleanroom
RR1 - 1.8x1.8m

Area
3.24m

Change area
None

Exterior walls
PVC softwall curtains

Pressure gauge
1No. differential pressure gauge

Controls
1No. speed controller for HEPA fan filter units



Flooring
Optional jigsaw flooring kit - GTI Max Sapphire Blue

Installation & Validation
Optional


